
BB-1100
Bleed Block 

Primer
Technical Product Data 

The information reported herein are based upon information reasonably available to Silicone Coating Solutions, Inc. at 
the time publication, and are presented in good faith but are not to be construed as warranties or guarantees, 
expressed or implied. We warrant that our products will meet our written specifications. We make no other warranty of 
merchantability of fitness for a particular purpose. Our total liability and customers’ exclusive remedy for all proven 
claims is replacement of nonconforming product and in no event shall we be liable for any other damages, including 
without limitation to special, incidental, punitive, or consequential damages. 

TYPICAL PROPERTIES: 
Volume solids....................................................ASTM D-1653.........................................................55.0 +3%
Weight Solids....................................................ASTM D-1644..........................................................68.4 +3%

Tensile Strength................................................ASTM D-2370........................................................310 +20 psi
Elongation.........................................................ASTM D-2370........................................................315 +20%
Permeability......................................................ASTM D-1653............................................................9 + 1
VOC.................................................................EPA Method 24.......................................................< 50 g Liter
Hardness (Shore A)...........................................ASTM D-2240...........................................................55 - 60
Viscosity............................................................................................................................................75 + 10 KU
Density.....................................................................................................................................1.9 lbs per gallon
Flashpoint...................................................................................................................................................None
Clean Up....................................................................................................................................................Water

PRODUCT DISCRIPTION: 

BB-1100 is formulated with “bleed resistant” materials to block the bleed through of those 
asphaltic components that can discolor topcoats. It has been designed to provide a long 
lasting flexible membrane with exceptional resistance to weathering. With its special 
formulation it has the unique ability to “breath”, providing a completely watertight 
membrane while allowing trapped moisture to escape.

STORAGE AND SHELF LIFE: 
BB-1100 has a recommended shelf life of 12 months from date of manufacture. 

INSTALLATION: 
 This product may be brushed rolled or sprayed on a clean, dry surface. If sprayed, 
material should be at least 75°F. Before applying additional coat, the previous coat must 
be completely dry and cured. If any contamination is present on the cured surface it must 
be washed and completely dry before application of subsequent coats.

PACKAGING and SHIPPING: 
55 gallon drum and 5 gallon pail - Shipping Class - Class 55

COLORS
Standard Colors: White, Gray and Tan
Custom Colors are available for an additional charge.




